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386700

1]

| 1036 EMISSIONS LABEL |

[1058 OPERATOR’'S MANUAL|
| 1330 REPAIR MANUAL |

1319 WARNING LABEL

[ & WARNING

m Read and follow Operating
Instructions before running engine.
m, Gasoline s flammable. Allow engine to

cool at least 2 minutes before refueling.
é Engines emit carbon monoxide,
DO NOT run in enclosed area.

Sy | Mufler area temperature may exceed
s 1150°F, Do not touch hot parts.

REQUIRED when replacing
parts with warning labels af-
fixed.

Use Before Date Code 07063000
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Assembilies include all parts shown in frames.
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386700

REF. PART REF. PART REF. PART
NO. NO. DESCRIPTION NO. NO. DESCRIPTION NO. NO. DESCRIPTION
1 842648 Cylinder Assembly 15 690946 Plug-Qil Drain 25 843805 Piston Assembly
(Used After Code Date 15A 691680 Plug-Qil Drain (Standard)
05073100). 16 809810 Crankshaft (Used After Code Date
------ Note ------ ------ Note ------ 07062900).
808647 Cylinder 809841 Crankshaft |  —====- Note ------
Assembly Used on Type No(s). 844009 Piston
(without Ref #12 & 0025, 0114, 0120, Assembly
#439) 0122. (Standard)
(Used Before Code 809831 Crankshaft (Used Before Code
Date 05080100). (Used Before Code Date 07063000).
2 Kit-Bushing/Seal Date 07063000). 844877 Piston
(Magneto Side) Used on Type No(s). Assembly
3 Seal-Oil 0024, 0100, 0113, (.020” Oversize)
(Magneto Side) 0116, 0117, 0118. (Used After Code Date
4 Sump-Engine 843813 Crankshaft 07062900).
5 Head-Cylinder (Used After Code Date 843823 Piston
(Used After Code Date 07062900). Assembly
12013100) Used on Type No(s). (.020” Oversize)
------ Note ------ 0024, 0100, 01186, (Used Before Code
842656 Head-Cylinder 0117, 0118. Date 07063000).
(Used Before Code 843816 Crankshaft 26 843806 Ring Set
Date 12020100) Used on Type No(s). (Standard)
(Cylinder #1) 0025, 0127,1127. | eeeee- Note ------
5A Head-Cylinder 843809 Crankshaft 843824 Ring Set
(Used After Code Date Used on Type No(s). (.020” Oversize)
12013100) 0036, 0113, 1021. 27 690683 Lock-Piston Pin
------ Note ------ 20 805049s Seal-Oil (Used After Code Date
842657 Head-Cylinder (PTO Side) 07062900).
(Used Before Code Screw 27A 806378 Lock-Piston Pin
Date 12020100) (Crankcase (Used Before Code
(Cylinder #2) Cover/Sump) Date 07063000).
7 Gasket-Cylinder Head Flywheel 28 844023 Pin-Piston
10 Screw | ====-- Note ------ (Used After Code Date
(Breather Cover) 841728 Flywheel 07062900).
11B Tube-Breather Used on Type No(s). 28A 808526 Pin-Piston
12 Gasket-Crankcase 0116, 0117. (Used Before Code
13 Screw 841050 Flywheel Date 07063000).
(Cylinder Head) Used on Type No(s). 29 807900s Rod-Connecting
(Used After Code Date 0132, 0137. (Used After Code Date
05073100). 07062900).
13A Screw 29A Rod-Connecting
(Cylinder Head) (See Reference 25 for
(Used Before Code replacement)
Date 05080100). (Used Before Code
Date 07063000).
32 690698 Screw
(Connecting Rod)
33 806419 Valve-Exhaust
34 845712 Valve-Intake
(Used After Code Date
12013100)
------ Note ------
843751 Valve-Intake
(Comes w/o #868)
(Used Before Code
Date 12020100)

Engine Gasket Set-Reference 358 Valve Gasket Set-Reference 1095

Carburetor Overhaul Kit-Reference 121C

5960-13 Assemblies include all parts shown in frames. 01/04/2013
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386700

REF. PART REF. PART REF. PART
NO. NO. DESCRIPTION NO. NO. DESCRIPTION NO. NO. DESCRIPTION
35 692084 Spring-Valve 117C 843783 Jet-Main 125B 845587 Carburetor
(Intake) (Standard) Used on Type No(s).
36 692084 Spring-Valve (Left) 0026, 0119, 0120,
(Exhaust) 118 809723 Jet-Main 0122, 0123, 0127,
40 692058 Retainer-Valve (High Altitude) 1119, 1127, 3026
40A 844895 Retainer-Valve (Used Before Code 130 809642 Valve-Throttle
42 807683 Keeper-Valve Date 09122400). 131 809718 Kit-Throttle Shaft
45 843379 Tappet-Vave |  —mmm—- Note ------ 133B 809637 Float-Carburetor
46A 690927 Camshaft 842153 Jet-Main 137 809645 Gasket-Float Bowl
50 844504 Manifold-Intake (High Altitude) 141 809719 Kit-Choke Shaft
Used on Type No(s). (5000 ft) (Left/Right) 141A 843785 Kit-Choke Shaft
0024, 0025, 0026, (Used After Code Date 146 691639 Key-Timing
0036, 0127, 0131, 09122300). 147 809709 Jet-Pilot
1127, 1293, 3024, 809708 Jet-Main 147A 841920 Jet-Pilot
3025, 3026, 3036 (High Altitude) Used on Type No(s).
50A 806376 Manifold-Intake (5000 ft.) (Left) 0026, 0119, 0120,
51A 690950 Gasket-Intake (Used After Code Date 0122, 0123, 0127,
51C 806418 Gasket-Intake 09122300). 1119, 1127, 3026
(Manifold/Heads) Used on Type No(s). 151 841185 Stud
53 690869 Stud 0026, 0119, 0120, (Exhaust Manifold)
(Carburetor) 0122, 0123, 0127, 161 843563 Base-Air Cleaner
54A 806444 Screw 1119, 1127, 3026 Used on Type No(s).
(Intake Manifold) 809708 Jet-Main 0026, 0119, 0120,
57 692086 Spring-Rewind Starter (High Altitude) 0122, 0123, 0127,
58 66574 Rope-Starter (9000 ft.) (Left/Right) 1119, 1127, 3026.
59 805957 Insert-Grip 809723 Jet-Main 161A 808676 Base-Air Cleaner
60 808167 Grip-Starter Rope (High Altitude) |  ====-- Note ------
65 690341 Screw (9000 ft.)(Left) 845217 Base-Air
(Rewind Starter) Used on Type No(s). Cleaner
(5/16-18, x 0.875) 0026, 0119, 0120, Used on Type No(s).
65A 841233 Screw 0122, 0123, 0127, 0134, 1131, 3024,
(Rewind Starter) 1119, 1127, 3026 3025, 3036.
(M6 x 10mm) 121C 842261 Kit-Carburetor 163 841823 Gasket-Air Cleaner
73 841440 Screen-Rotating Overhaul 163A 692087 Gasket-Air Cleaner
73A 841662 Screen-Rotating 122 690870 Spacer-Carburetor (Used With Metal
74 841441 Screw 125 809705 Carburetor Air Cleaner Base)
(Rotating Screen) (No Longer Available) 185 690939 Nut
78 690688 Screw (Use Ref #125A) (Air Cleaner Base)
(Flywheel Guard) (Used Before Code (M6)
94 842883 Kit-ldle Mixture Date 09122400). 186 693184 Connector-Hose
95 690718 Screw |  =====- Note ------ 186A 844032 Connector-Hose
(Throttle Valve) 125A 844370 Carburetor Used on Type No(s).
97D 808715 Shaft-Throttle (Used After Code Date 1127.
98B 809716 Kit-Idle Speed 09122300). 186B 845121 Connector-Hose
104 690739 Pin-Float Hinge 186C 845141 Connector-Hose
105 809759 Valve-Float Needle 187 791766 Line-Fuel
108 809643 Valve-Choke (Cut To
109 808181 Shaft-Choke Required Length)
117 809708 Jet-Main 187A 791745 Line-Fuel
(Standard) (Cut To
117A 809635 Jet-Main Required Length)
(Standard) Used on Type No(s).
117B 809649 Jet-Main 0036, 0117.
(Standard)
(Right)

Engine Gasket Set-Reference 358

Carburetor Overhaul Kit-Reference 121C

5960-14

Valve Gasket Set-Reference 1095

Assemblies include all parts shown in frames.
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386700

REF. PART REF. PART REF. PART
NO. NO. DESCRIPTION NO. NO. DESCRIPTION NO. NO. DESCRIPTION
187B 791744 Line-Fuel 269 691026 Wire-Control 310B 691263 Screw
(Cut To (Cut To (Starter Motor)
Required Length) Required Length) 310C 806474 Screw
187C 791801 Line-Fuel 270 691027 Nut (Starter Motor)
(Molded) (Control Wire Casing) (M8x98mm)
188 692056 Screw 271 691028 Lever-Control 311 Brush Set
(Control Bracket) 273 690681 Seal-O Ring (For Replacement
(M8 x 14mm) (Oil Pump) Starter Motor, Order
192 807623 Adjuster-Rocker Arm 276 690704 Washer-Sealing Reference 309)
197 807163 Screw (Crankcase 311A 497608 Brush Set
(Back Plate) Cover/Sump) 322A 841233 Screw
202 690867 Link- 276A 807085 Washer-Sealing (Cylinder Head Cover)
Mechanical Governor (Carburetor Plug) 332 690887 Nut
203A 808753 Crank-Bell 276B 806476 Washer-Sealing (Flywheel)
209 692070 Spring-Governor (Float Bowl) 333 844548 Armature-Magneto
------ Note ------ 276C 691766 Washer-Sealing (Used After Code Date
690710 Spring- (Cylinder Head) 09100700)
Governor 278 842122 Washer |  ______ Note —===--
Used on Type No(s). (Governor 333A 492341 Armature-Magneto
0111. Control Lever) (Used Before Code
692071 Spring- 287 807084 Screw Date 09100800)
Governor (M6 x 14mm) 334 692066 Screw
Used on Type No(s). 300B 498984s Muffler (Magneto Armature)
0036, 0112, 0116, Used on Type No(s). 337 491055s Plug-Spark
0117, 1021. 0110,0117,0133. ~ [~ T T~ F T Note ——————
211 692069 Spring-Governed Idle 304 841489 Housing-Blower 792015 Plug-Spark
215 841183 Cover-Cylinder Head 305 692056 Screw Used on Type No(s)
(Cylinder #2) (Blower Housing) 0024. 0025. 0026 '
215J 841182 Cover-Cylinder Head (M8 x 14mm) 0036, 0112’ 0116’
(Cylinder #1) 305A 692062 Screw 0117,0126, 0128,
216A 690871 Link-Choke (Blower Housing) ’ ’ ’
222 845305 Bracket-Control (M8 x 18mm Long) 0132, 0133, 0134,
227 690236 Lever- 305B 841233 Screw 0135, 0137, 3024,
Governor Control (Blower Housing) 30_25’ 3026, 3036.
231 690718 Screw (6M x 10 mm) 356 807063 Wire-Stop
(Choke Valve) 309 691564 Motor-Starter Used on Type No(s).
232A 690874 Spring-Governor Link (Steel Ring Gear Only) 0111, 0118, 0127,
239 690233 Switch-Oil Pressure (Used Before Code 127. .
______ Note ====== Date 11011500) 357 691483 Key—Dere PU”ey
697049 Switch- 309A Motor-Starter 358 842658 Gasket Set-Engine
Oil Pressure (For Replacement 359 691077 Washer
Used on Type No(s). Starter Motor, Order (Ground Terminal)
0113, 0118, 0127, Reference 309) 363 19203 Puller-Flywheel
1127. 309B 844717 Motor-Starter 365 690866 Screw
240 691035 Filter-Fuel (Used After Code Date (Carburetor)
265 691024 Clamp-Casing 11011400). (M6x85mm)
267 692083 Screw 309C 845759 Motor-Starter 373A 691612 Nut
(Casing Clamp) Used on Type No(s). (Ground Terminal)
(M5 x 12mm) 0132. 377 808095 Key-Woodruff
...... Note -===-- 310 Screw 383 19576s Wrench-Spark Plug
841552 Screw (Starter Motor) 385 807084 Screw
(Casing Clamp) (For Replacement (Fuel Pump)
(M5 x 20mm) Starter Motor, Order 387 808656 Pump-Fuel
268 691025 Casing-Control Wire Reference 309) 400 808657 Cooler-Oil
(Cut To 310A 690323 Screw 412 690941 Nut

Required Length)

(Starter Motor)

(Air-Cleaner) (M8)

Engine Gasket Set-Reference 358

Carburetor Overhaul Kit-Reference 121C

5960-15

Valve Gasket Set-Reference 1095

Assemblies include all parts shown in frames.
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386700

REF. PART REF. PART REF. PART
NO. NO. DESCRIPTION NO. NO. DESCRIPTION NO. NO. DESCRIPTION
413 693587 Nut 501A 794360 Regulator 578A 692319 Wire Assembly
(Starter Motor) (10 Amp Regulated) (Used Before Code
415 794903 Plug Used on Type No(s). Date 09100800)
(Square Head) 0133. 582 807381 Clamp-Air Cleaner
417 810074 Screw 501B 691573 Regulator 592 690939 Nut
(il Cooler) (20 Amp) (Rewind Starter) ( M6)
425 691593 Screw Used on Type No(s). 506 691492 Screw
(Cover-Air Cleaner) 0132, 0137. (Oil Pump)
(M6 x 12mm) 505 690238 Nut 600 843564 Spacer-Air Cleaner
436 808916 Manifold-Exhaust (Governor Used on Type No(s).
(L)J1$1e(§j on Type Noe) 506 807120 gc?:;\rn?l reven 0026, 0119, 0120,
436B 808909 Manifold-Exhaust (Carburetor Cover) (1)11 12 g ’ 10 112273 69012267 ”
Used on Type No(s). (4M x 18mm) o No’te L
0116, 0117, 0132, 507 691972 Insulator 845213 Spacer-Air
0133. 510 496881 Drive-Starter Cleaner
437A 691902 Screw 510A 696541 Drive-Starter
(Exhaust Manifold) 513 692024 Clutch-Drive Used on Type No(s).
439 692154 Seal-O Ring 515 691528 Spring-Pawl 0024, 0134, 1131,
(Crankcase 520 691084 Terminal-Ground 3024, 3025, 3036.
Cover/Sump) 523 692101 Dipstick 601A 841597 Clamp-Hose
445 820263 Filter- 524 692053 Seal-Dipstick Tube 601B 791850 Clamp-Hose
Air Cleaner Cartridge 525 692093 Tube-Dipstick 601C 691145 Clamp-Hose
445B 692519 Filter- 526 692067 Screw (Silver)
Air Cleaner Cartridge (Regulator) 608 841729 Starter-Rewind
(Round) 526A 690717 Screw 613 691902 Screw
448 841488 Bracket-Oil Cooler (Regulator) (Muffler)
455 841794 Cup-Flywheel 526B 691547 Screw 614 691550 Retainer-
456 845219 Plate-Pawl Friction (Regulator) Governor Shaft
459 845218 Pawl-Ratchet 527 690423 Clamp-Tube 616 806685 Crank-Governor
466 806466 Seal-O Ring 529 690744 Grommet 628A 806660 Screw
(Breather Assembly) 536 825117 Cleaner-Air (Fuel Pump Bracket)
467 691985 Knob-Air Cleaner Used on Type No(s). (8M x 18mm)
467A 844618 Knob-Air Cleaner 0026, 0119, 0120, 633 690722 Seal-
474A 696578 Alternator 0122, 0123, 0127, Choke/Throttle Shaft
(DC Only) 1119, 1127, 3026. 633A 809641 Seal-
Used on Type No(s). 544 ArmaFure—$tarter Throttle Shaft
474C 696457 Alternator Starter Motor Only) Choke Shaft
(9 Amp Regulated) 544B Armature-Starter 633C 809644 Seal-
Used on Type No(s). (Service With 691564 ch
oke Shaft
0133. Starter Motor Only) 635 692076 Boot-Spark Plug
474D 696458 Alternator 552 690701 Bushing- 638A 691551 Washer
(10 Amp Circuit) Governor Crank :
474E 696579 Alternator 552A 806686 Bushing- (Cyllpder H?ad, Cover)
Used on Type No(s). Governor Crank 643 692079 Retainer-Air Filter
0132, 0137. 562 690239 Bolt 643A 844932 Retainer-Air Filter
479 843961 Screw (Governor 649 842446 Stud
(Screen-0il Pump) Control Lever) (M8 x 61mm)
480 806660 Screw 563 841735 Screw Used on Type No(s).
(Hose-Purge Line) (Debris Screen Guard) 0026, 0119, 0120,
(M8 x 18mm) 565 690682 Stud 0122, 0123, 0127,
501 797375 Regulator (Oil Filter Adapter) 1119, 1127, 3026.
(No Longer Available) 573A 841310 Plate-Back 668A 691500 Spacer
(Use 845907) 578 844547 Wire Assembly 676 795036 Deflector-Muffler
------ Note ------ (Used After Code Date 677 690661 Screw

845907 Regulator

09100700)

(Muffler Deflector)

Engine Gasket Set-Reference 358

Carburetor Overhaul Kit-Reference 121C

5960-16

Valve Gasket Set-Reference 1095

Assemblies include all parts shown in frames.
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386700

REF. PART REF. PART REF. PART
NO. NO. DESCRIPTION NO. NO. DESCRIPTION NO. NO. DESCRIPTION
678 841730 Spacer-Rewind 813 807377 Clamp 947 809632 Solenoid-Fuel
683 845758 Nut 816 690706 Washer 947A 842109 Solenoid-Fuel
(Solenoid Terminal) (Oil Filter Adapter) 961 807084 Screw
(M6) 829 841999 Hose/Clamp Assembly (Air Cleaner Bracket)
691 842826 Seal-Governor Shaft (Cut To (M6x14mm Long)
697 692062 Screw Required Length) 964 590799 Cap-Connector
T1ic estasp (SDrlve Cap) 830 809157 Stud-Rocker Arm 967B 692520 I(=F|‘Iter—(lj°)re Cleaner
crew oun
(Carburetor Shield) 833 807163 (SAci:eévl eaner 968 841822 Cover-Air Cleaner
717 806440 Bracket-Air Cleaner Mounting Strap/Stud) 968A 842620 Cover-Air Cleaner
717A 843566 Bracket-Air Cleaner 968B 808654 Cover-Air Cleaner
718B 806469 Pin-Locating 833A 841233 Screw (Used With Metal
727 841313 Cover-Starter Drive (Air Cleaner Air Cleaner Base)
729B 690586 Clip-Wire Mounting Strap/Stud) 971 690866 Screw
732 690688 Screw 842 691870 Seal-O Ring (Air Cleaner Base
(Starter Drive Cover) (Dipstick Tube) to Carburetor)
732A 841233 Screw 851 493880s Terminal-Spark Plug (M6 x 85mm)
(Starter Drive Cover) 865 843768 Cover-Air Guide 971A 841853 Screw
737 690679 Screw (Black) (Air Cleaner)
(Oil Filter Adapter) 868 691963 Seal-Valve (M6x103mm Long)
741 691530 Gear-Timing 871 692057 Bushing-Valve Guide 975 808628 Bowl-Float
783 695708 Gear-Pinion 877A 393814 Wire/Connector- 975A 844947 Bowl-Float
788 691559 Bracket-Fuel Pump Alternator 987 809639 Seal-Throttle Shaft
789 695050 Harness-Wiring Used on Type No(s). 987A 691000 Seal-Throttle Shaft
Used on Type No(s). 0116, 0117. 988 692063 Gasket-Oil Adapter
0118. 877B 393537 Wire/Connector- 996 843565 Shield-Carburetor
------ U e o)
698332 Harness . ) ) ,
~Wiring CCF™ Iy 0120, 0122, 0123,
813 gg %q 1'I;y.pe No(s). 877D 698092 Wire/Connector- ?E?_?ﬁ;e ______
789A 796030 Harness-Wiring Alternator 845211
789B 843108 Harness-Wiring 878 691362 Harness-Alternator Shield-Carburetor
797 693167 Nut Used on Type No(s). Used on Type No(s).
(Brush Retainer) 0132, 0137. 1119, 1127, 3026.
797A 691029 Nut 879 807460 Cover-Carburetor 996A 845543 Shield-Carburetor
(Brush Retainer) 883A 806425 Gasket-Exhaust 1004B 690865 Duct-Air
801 Cap-Drive 884 691956 Clamp-Muffler (Used With Metal
(For Replacement 914 807120 Screw Air Cleaner Base)
Starter Motor, Order (Rocker Cover) 1005 841439 Fan-Flywheel
Reference 309) 918 791880 Hose-Vacuum (Used After Code Date
801B 691283 Cap-Drive (Cut To 04011800).
802A 691286 Cap—End Required Lengthy [ Tmm==- Note ------
o (No Longer Avalaiey | 920 848787 Solenoid-Starer (Used Bofore Cods
(SFor Replacemoent g_lsgg on Type No(s). Date 04011900).
tarter Motor, Order ) . 1006 690452 Retainer-Fan
Reference 309) 930 841490 Guard-Rewind 1009 691902 Screw
803A Housing-Starter Used on Type No(s). (Starter) (M8 x 20mm)
(No Longer Available) 0026, 0110, 0113,
(For Replacement 0118, 0119, 0120,
Starter Motor, Order 0122, 0123, 0127,
Reference 309) 0132, 1119, 1127,
803B Housing-Starter 3026.
(Service With 691564 934 691058 Screw

Starter Motor Only)

(Fan Retainer)

Engine Gasket Set-Reference 358

Carburetor Overhaul Kit-Reference 121C

5960-17

Valve Gasket Set-Reference 1095
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386700

REF. PART REF. PART REF. PART
NO. NO. DESCRIPTION NO. NO. DESCRIPTION NO. NO. DESCRIPTION
1017 843960 Screen-Oil Pump 1046 841165 Plug-Blower Housing 1157 806447 Nut
1022 806039s Gasket-Rocker Cover 1051 690736 Ring-Retaining (Bell Crank)
1023 843750 Cover-Rocker 1051A 691124 Ring-Retaining 1176 842067 Nut
(Includes 1051B 691265 Ring-Retaining (Exhaust Manifold)
Breather Assembly) 1054 280275 Tie-Cable 1254 807084 Screw
1023A 691558 Cover-Rocker 1058 279765TRI Operator’s Manual (Rocker Cover Stud)
(Cylinder #1) 1059 698516 Kit-Screw/Washer 1315 842445 Hose-Air Cleaner
(With Fuel Pump) e 1319 Warning Label
1024 Pump-Oil ; gg:: gg?g;g Eeta!ner Brush 1328 716244 Cap-A/C Rain
etainer-Brush .
(For Replacement 1091 691515 Cap-Limiter 1330 272144 Repair Manual
Sump-Engine, Order P 1337 841233 Screw
Reference 4) 1095 842662 G.asket Set-Valve (6M x 10mm)
(Used Before Code 1100 791959 Pivot-Rocker Arm 1392 690939 Nut
Date 08022700). 1119 691552 Screw (Rewind Guard)
------ Note ------ (Alternator) Used on Type No(s).
843959 Pump-Oil 1121 810056 Nut 0026, 0110, 0113,
(Used After Code Date (Fuel Pump Bracket) 0118, 0119, 0120,
08022600). 1122 93410 Screw 0122, 0123, 0127,
1025 690689 Spool-Governor (Blower 0132, 1119, 1127,
1026 691836 Rod-Push Housing Adapter) 3026.
(Intake) (Steel) 1127 809715 Screw 1406 842623 Valve-Debris
------ Note ------ (Float Bowl) 1416 809640 Plug-Carburetor
691758 Rod-Push (Mount Float Bowl 1425 844712 Hose-Purge Line
(Exhaus.t) (Aluminum) To Carburetor Body) (Cut To Length)
1027 492932s Filter-QOil 1130 690869 Stud Used on Type No(s).
------ Note ------ : 0024, 0025, 0036,
842921 Filter-Oil E:\r/}:sati :\"23:::3“) 0127, 0131, 0134,
UsedonTypeNo(s). | "~~~ Note —=- - 1119, 1127, 1131,
0024, 0025, 0036, 1293, 3024, 3025,
1021, 1127. 84244981 N 3026, 3036.
1028 843898 Adapter-Oil Filter (Intake Manifold) 1431 844035 Washer
1028A 808537 Adapter-OQil Filter (M6 x 98mm) (Hose-Purge Line)
1029 807323 Arm-Rocker 1135 806497 Washer Used on Type No(s).
1036 Label-Emissions (Crankcase 0024, 0025, 0036,
(Available from a Cover/Sump) 0127, 0131, 1127,
Briggs & Stratton 1155 806647 Washer 1293, 3024, 3025,
Authorized Dealer) (Oil Cooler) 3026, 3036.

Engine Gasket Set-Reference 358

Carburetor Overhaul Kit-Reference 121C

5960-18

Valve Gasket Set-Reference 1095

Assemblies include all parts shown in frames.

18

01/04/2013







BRIGGS&STRATTON




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType true
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




